
  
Technical Safety Division                                                                                                                                                      

 

Fuel Safety Regulations 

Fuel Safety Bulletin 
(Issued pursuant to s.30 of the Technical Safety Act) 

Bulletin Number:  FS17-01 
ISSUE DATE:  February 16, 2017   Rev #  Date: 

REPEAL DATE:   

SUBSECTION:   

ISSUED BY:  Paul Fowler, Chief Fuel Safety Inspector  

SUBJECT: Installations with multiple cylinders/tanks 

The purpose of this Bulletin is to clarify the maximum allowable number of propane containers permitted on a 
single installation using multiple containers. 

Clauses 6.7.7 and 7.10.2 of the CSA B149.2-10 Code allow the installation of up to 4 propane containers against 
a building wall with a separation of at least 10 feet between each group of 4 containers. Theoretically this would 
allow unlimited numbers of groups of 4 containers to be installed if each group has the 10-foot separation.  

After consideration of the safety impacts presented by having multiple containers located against a building 
wall, and after consultation with other jurisdictions on this issue, it this the position of this office that the 
maximum allowable number of containers serving a single installation will be limited to 8 containers. In the case 
of containers located against a building wall, this will be 2 groups of 4 containers separated by at least 10 feet. 

Variance requests will be considered for those installations which are not able to meet this requirement. 

For any questions regarding this Bulletin, please contact me at our Dartmouth offices.  

All Fuel Safety Bulletins can be viewed online at:  http://www.gov.ns.ca/lae/fuelsafety/fuelbulletins.asp 

Paul Fowler 
Chief Inspector, Fuel Safety  


